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Thank you for your purchase.  Versteel®

hopes that you have many great years

of use from this table and from all of our

products.  If you have questions that 
these instructions don’t answer, please
call customer service at 800.876.2120.
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ASSEMBLY :  STEP 1

INSERT 6-PIN PLUG OF EITHER END OF EACH

DB5/DB6 TO THE SOCKETS ON THE CONTROL BOX. 

ALL DB5/DB6 ACTUATORS CONNECT ON THE SAME 

SIDE OF THE CONTROL BOX. MOUNT MAINS CABLE 

AND SWITCH POWER ON. (DIAGRAM 1)

NOTE: THE CONTROL BOX MUST ONLY BE 

CONNECTED TO THE VOLTAGE STATED ON LABEL.

VOLTAGE MUST NOT BE CONNECTED TO THE

CONTROL BOX UNTIL ALL ACTUATORS HAVE BEEN

CONNECTED.
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MAINS CABLE

DB5/DB6

HOOK FOR CABLE RELIEF

CONTROL BOX

MOTOR CABLE

APPROX. 3MM

 TABLE WITH MOTORIZED HEIGHT (1 QTY)A

COMPONENTS:

DP-0
25

  TABLE UP

  TABLE DOWN

ASSEMBLY : STEP 2

THE SYSTEM IS INITIALIZED BY PRESSING THE DOWN

KEY (DIAGRAM 2) ONCE OR TWICE AND HOLDING IT 

DOWN UNTIL DB5/DB6 RUNS INTO END STOP. IT WILL

THEN RUN APPROX. 3MM OUT AGAIN. (DIAGRAM 3)

ONLY RELEASE THE DOWN KEY ONCE MOVEMENT HAS 

STOPPED. IF IT IS RELEASED BEFORE THE SEQUENCE IS 

COMPLETE, INITIALIZATION IS INTERRUPTED AND 

MUST BE RESTARTED FROM THE BEGINNING. 

ENJOY YOUR NEW VERSTEEL TABLE!
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