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TOOLS REQUIRED:
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LEFT UPRIGHT

RIGHT UPRIGHT

STRETCHER

METAL OR ACRYLIC PANEL

PANEL FASTENERS

1/8" ALLEN WRENCH

PHILIPS SCREWDRIVER

3/8" WRENCH (METAL ONLY)

FLAT SCREWDRIVER

(ACRYLIC ONLY)

2

3

4

METAL ACRYLIC

Notes:

THE INCLUDED FASTENERS

WILL DIFFER BASED ON THE

PANEL MATERIAL
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UPRIGHT SCREWS
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STEP ONE

A S S E M B L Y  I N S T R U C T I O N S :  M O B I L E  P R I V A C Y  S C R E E N
C O M P O N E N T  A S S E M B L Y

LAY ONE OF THE UPRIGHTS ON

THE GROUND WITH THE TABS

FACING UPWARD.

MAKING SURE THE TABS ARE

ALIGNED, SLIDE THE STRETCHER

OVER THE STRETCHER HOOK.

STEP TWO

WHEN THE HOLE IN THE

STRETCHER IS ALIGNED WITH

THE THREADS IN THE

STRETCHER HOOK, INSET ONE

OF THE UPRIGHT SCREWS AND

TIGHTEN WITH THE ALLEN

WRENCH.

STEP THREE

WITH THE HELP OF A SECOND

PERSON, LIFT THE REMAINING

UPRIGHT.

GUIDE THE STRETCHER HOOK

INTO THE END OF HE

STRETCHER.

WHEN THE STRETCHER HOOK IS

IN PLACE, USE THE REMAINING

UPRIGHT SCREW TO FIX THE

UPRIGHT TO THE STRETCHER.

Notes:

ENSURE THAT THE TABS ON

THE STRETCHER AND THE

TAB ON THE UPRIGHT ARE IN

ALIGNMENT
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STRETCHER HOOK
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STEP FOUR

STAND THE FRAME UPRIGHT

STEP FIVE

WITH THE HELP OF A SECOND

PERSON, ALIGN THE HOLES IN

THE PANEL WITH THE HOLES IN

THE TABS OF THE FRAME.

WHEN THE TOPMOST HOLES ARE

ALIGNED, INSERT A SCREW AND

THREAD IT INTO EITHER THE

ACORN NUT OR THE BARREL

NUT.

DO NOT FULLY TIGHTEN THE TOP

TWO FASTENERS.
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STEP SIX

WITH THE PANEL NOW HANGING

FROM THE TOP TWO FASTENERS,

INSTALL THE REMAINING

FASTENERS.

DO NOT FULLY TIGHTEN ANY OF

THEM UNTIL ALL OF THE

FASTENERS ARE IN PLACE.

WHEN ALL FASTENERS ARE

THREADED, TIGHTEN THEM

DOWN.

Notes:

DO NOT OVER TIGHTEN

FASTENERS
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